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Galvanized tank

water separator inside & outside
Tank SCFM_ Overall Dimensions Connections Total weiaht
System Hp ank | (@100psig) otal weig
(UsG) per A B c Airinlet | Airoutiet | (Lbs/Kg)
compressor
DTMSBS75 [ 75 | 120 231 85" (2160mm) | 35" (889mm) | 77" (1956mm) | 1 1/4" npt 1/2" npt 1840 /837
DTM SBS 10 10 | 120 312 85" (2160mm) | 35" (889mm) | 77" (1956mm) | 1 1/4" npt 1/2" npt 1900 / 864

NOTES: Not to scale B

A-FOR MAINTENANCE & PROPER OPERATION ALLOW A MIN\MUM

CLEARANCE OF 36" (900mm) ON EACH SIDE OF

}
B THE RECEVER 16 COMPLETEWITH CANADIA REGISTRATION NUMBER "CRN", ) L
I r I u I e o THERESERVOIR IS GALVANIZED INSIDE AND OUTSIDE, This drawing is the property
TROL PANEL IS NEMA 12 RATED. ics i
B ELECTRICAL GONNECTIONS OF THE VACOUM SYS1EM ARE NOT DRAWN BUT, of Busch Vacuum Technics inc.

NOTE THAT ALL CONTROLS ARE PREWIRED BY BUSCH and is not to be copied or reproduced
HEALTHCARE F- DIMENSIONS ARE GIVEN AS REFERENCE ONLY. ’ without our expressed permission
G- IN ACCORDANCE TO OUR CONTINUOUS IMPROVEMENT PLAN, SYSTEM and must be returned upon request

MAY BE UPDATED WITHOUT PRIOR NOTICE.
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