A

Desiccant dryer

Air intake

water separator

Air regulating |

C.0.

]

Oilless compressor

ine

Monitor Control Panel
with touch screen PLC
: ﬂ Dewpoint
Monitor
N
i]
1]
]
e o |1 J

| |
- U

L

Galvanized tank

inside & outside

'ﬁ\l\l---\l\ \Hi |

Tank SCFM_ Overall Dimensions Connections Total weiaht
System Hp ank | (@100psig) otal weig
(UsSG) per A B c Airinlet | Airoutlet | (LPs/Kg)
compressor
DTM Scroll 3 3 120 8.6 83" (2108mm) | 34" (863mm) | 75" (1905mm) | 3/4" npt 1/2" npt 1190/ 541
DTM Scroll 5 &) 120 14.7 83" (2108mm) [ 34" (863mm) | 75" (1905mm) [ 3/4" npt 1/2" npt 1230/ 559
NOTES: Not to scale B
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B- THE RECEIVER IS COMPLETE WITH CANADIAN REG\STRATION NUMBER "CRN",
THE RESERVOIR 1S GALVAN\ZED INSIDE AND OUTSIDE.
C- THE "CSA" APPROVED CONTROL PANEL IS NEMA 12 RATED.
D- ELECTR\CAL CONNECTIONS OF THE VACUUM SYSTEM ARE NOT DRAWN BUT,
NOTE THAT ALL CONTROLS ARE PREWIRED BY BUSCH.

F- DIMENSIONS ARE GIVEN AS REFERENCE ONLY.
G- IN ACCORDANCE TO OUR CONTINUOUS IMPROVEMENT PLAN, SYSTEM
MAY BE UPDATED WITHOUT PRIOR NOTICE.
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This drawing is the property
of Busch Vacuum Technics inc.
and is not to be copied or reproduced
without our expressed permission
and must be returned upon request
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