e

Control Panel

with touch screen PLC_\ Tank

] i

System inlet

e é‘»
J S . .
Pump exhaust
| Inlet bacteriological
\ filter I
L} 2.

L j
Vacuum pump

r— D -
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Capacity . . Frames Dimensions .
N Overall Dimensions Connections Total
(per pump) Pump Tank
weight
System Hp Tank 20" Hg A B C D E System Pump (1bs / Kg)
(Gallons) [ (SCFM) in/mm in/mm in/mm in/mm in/mm inlet exhaust

11/4"npt  |3280/ 1492

*Capacity based upon 29.92" Hg barometric pressure.
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Busch Vacuum Technics Inc.

1740, bivd. Lionel Bertrand
Boisbriand (Montreal), Quebec
Canada, J7H 1N7

Tel: 450-435-6899

Fax: 450-430-5132

Busch Direct: 1 800 363-6360
www.busch.ca

NOTES:

A- FOR MAINTENANCE & PROPER OPERATION ALLOW A MINIMUM
CLEARANCE OF 36" (900mm) ON EACH SIDE OF THE SYSTEI

B- THE RECEIVER IS COMPLETE WITH CANADIAN REGISTRATION NUMBER "CRN",
THE RESERVDIR 1S GALVANIZED INSIDE AND OUTSIDI

C- THE "CSA" APPROVED CONTROL PANEL IS NEMA 12 RATED

D- ELECTRICAL CONNECTIONS OF THE VACUUM SYSTEM ARE NOT DRAWN BUT,

\T ALL CONTROLS ARE PREWIRED BY BU

E- DIMENSIONS ARE GIVEN AS REFERENCI

F- IN ACCORDANCE TO OUR CONTINUOUS IMPROVEMENT PLAN, SYSTEM
MAY BE UPDATED WITHOUT PRIOR NOTICE.
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This drawing is the property
of Busch Vacuum Technics inc.
and is not to be copied or reproduced
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